Ladda ner Stb loader 

ladda ner mjukvara till Visionnet mottagare 8000s eller 8000CIS

Network Setup
(Network Setup : After Antenna type selection, you can find out “NETWORK SETUP” in installation menu.)
1. select the proper Network Type. (Normally, Auto-Detect : ok) 
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2. Press “APPLY”, then press “OK” in the Message Box, then STB reboot automatically.
[image: image2.png]Network Setting Auto-detect

PPPoE ID





Extended Setup

1. In “INSTALLATION” menu, press “Fn” on the Remocon to see “EXTENDED SETUP” menu. 
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2. Press “BLUE” button on Remocon, then “KEY BOX” open. 
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3. Please input “ ID”, “Password”, “IP Address”, then press “Apply” 
Then save this setup by “YES” as below. 
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ID : your created one
PW : no need 

IP address : 218.234.101.131
To Check The Condition of Network Connection
1. In Live mode, press “ Fn” key on remocon, then select “INFORMATION”
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2.  A Normal Information is as below.
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3. In case of Ethernet Port : Unplugged -( check Ethernet Port Connection on the rear side of STB. 
   IP Address : means one of your STB

Connection : first Cube : Server Connection Condition
Next from Second to Fourth Cube : Network Speed 
Red : Bad   Yello : Normal
  Blue : Good
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