Mutant200s and Relook400s homenet
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For Mutant200s, load Highland v2.12b PAL image into the receiver.

This image is available from www.denktenk.com/200.htm. At the end of the
page is a link to it. There are 2 files to load: serial_kernel_root.img and serial_db.img
Relook 400s has cards inserted; every Mutant 200s will be connected to it.
For Relook400s, load Highland v2.12b PAL image into the receiver.

This image is available from www.denktenk.com/400.htm. Under Other Images

on this page is a Highland section. Look for v2.12b in the list and download the

PAL version. There is only 1 file to load: usb_kernel_root_db.img
In Relook 400s, enter the following in IP Setup menu:

IP Address

192.168.10.100

Subnet Mask 
255.255.255.0

Gateway  

192.168.10.100

Primary DNS 
0.0.0.0

Secondary DNS 
0.0.0.0

Every Mutant 200s must have a unique IP number, for example:

Mutant 200s  #1  under IP Setup:

IP Address  

192.168.10.101  <- Completely new IP number
Subnet Mask 
255.255.255.0

Gateway 

192.168.10.100   <- IP Address for the Relook 400s !!!!!!!

Primary DNS 
0.0.0.0

Secondary DNS 
0.0.0.0

Mutant 200s #2 under IP Setup:
IP Address  

192.168.10.102  <- Completely new IP number
Subnet Mask  
255.255.255.0

Gateway  

192.168.10.100   <- IP Address for the Relook 400s !!!!!!!

Primary DNS 
0.0.0.0

Secondary DNS 
0.0.0.0

Only 2 final parts remain to configure – the cards and network.

Cards
If NewCS is running inside the receiver, its necessary to add more users in the config file:

/var/tuxbox/config/newcs.xml  :

        <newcamdserver>

                <enabled>yes</enabled>

                <name>bla</name>

                <deskey>01 02 03 04 05 06 07 08 09 10 11 12 13 14</deskey>

                <userfile>/tmp/users.txt</userfile>

                <user>

                        <name>cardspider</name>

                        <password>clave2</password>

                        <au>on</au>

                </user>

                <user>

                        <name>dummy</name>

                        <password>dummy</password>

                        <au>on</au>

                </user>
                <user>

                        <name>User1</name>

                        <password>Pass1</password>

                        <au>on</au>

                </user>

                <user>

                        <name>User2</name>

                        <password>Pass2</password>

                        <au>on</au>

                </user>

                <user>

                        <name>User3</name>

                        <password>Pass3</password>

                        <au>on</au>

                </user> 

                <user>

                        <name>User4</name>

                        <password>Pass4</password>

                        <au>on</au>

                </user> 

                <user>

                        <name>User5</name>

                        <password>Pass5</password>

                        <au>on</au>

                </user>                 

        </newcamdserver>

This config file above is for 7 users: cardspider, dummy, User1 –> User5.

Restart the Relook 400s. To start NewCS and MGCamd automatically, press BLUE
Button on any channel to get the plugins menu. Goto EMUD.PLUGIN. Inside, select

The option that reads “NEWCS + MGCAMD”. After a few seconds the message window

Will disappear and you can exit the menu. The channel should now decode with the card.
Every Mutant 200s needs a unique name from the 400s config file.
Mottagare #1 has User1

Mottagare #2 has User2

Etc
Create or change the following file in every Mutant 200s:

/var/keys/newcamd.list  :

CWS = 192.168.10.100 User1 Pass1 10000 01 02 03 04 05 06 07 08 09 10 11 12 13 14

CWS = 192.168.10.100 User1 Pass1 10001 01 02 03 04 05 06 07 08 09 10 11 12 13 14

Explanation:

192.168.10.100 = IP number to Relook 400s

User1  = user name
Pass1 = password
10000 = port for cardslot 1 (located in 400s in /var/tuxbox/config/newcs.xml)

01 02 03…. = key to 400s (located in 400s in/var/tuxbox/config/newcs.xml)

Restart the Mutant 200s. To start NewCS and MGCamd automatically, press BLUE

Button on any channel to get the plugins menu. Goto EMUD.PLUGIN. Inside, select

The option that reads “NEWCS + MGCAMD”. After a few seconds the message window

Will disappear and you can exit the menu. The channel should now decode with the card.
The final part is the network connection.

Jensen 314 and 385 Wall-Plugged Bridge (Powerline) work. Simply connect the adapters
To each receiver, and to the wall sockets, and the network is created between the receivers.

You might need to restart each receiver for the network to begin.
